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Product and Applications

Glass beads are a reusable abrasive and are mainly used in blast rooms and blast cabinets. Glass 
beads contain no free iron to cause corrosion on non-ferrous surfaces, therefor glass beads are very 
suitable to use on all types of metals. Since it doesn’t create an anchor profile, it is mainly used to 
clean a substrate without roughening it or to polish the surface. 
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Chemical composition

Al2O3 TiO2 Fe2O3 SiO2 CaO MgO

0.50-2.0 % > 14 % < 0,15 % > 65.0 % > 8,0 % > 2,5 %

Physical properties

Grain shape       : Spherical
Hardness            : approx. 6 - 7 mohs
Bulk density        : approx. 1.4 - 1.7 g/cm³
Specific gravity : 2.3 - 2.6 g/cm³
Colour : White / transparent

Size

0 - 50 µm 150-250 µm
40 -70 µm 200-300 µm
70-110 µm 300-400 µm
90-150 µm 400-600 µm
100-200 µm 600-800 µm

Packaging             

• 25 kgs. PE bags on EURO-pallet (max. 1000 kgs.)
• 1000 kgs. in big bag      
 

Airblast-Abrasives B.V.
Fluorietweg 23 E  ●  1812 RR Alkmaar  ●  The Netherlands
Tel.: +31 72 5715569  ●  Fax: + 31 72 5714340
Email: info@airblast-abrasives.com  ●  Web: www.airblast-abrasives.com

© 2014 Airblast-Abrasives B.V. - Doc. nr. LT1074E Rev. B May 2016
Printed in the Netherlands.

The right is reserved to make changes at any time witout notice.


