GX4
Gas Detection Monitor AIRBLAST

As you know, compressed breathing air can create a deadly environment. Do you have an intelligent gas monitor which
can give you complete confidence in the air you and your employees are breathing? The GX4 is your solution. With the
ability to detect up to 4 gases and with traceability the GX4 gives you a perfect solution.

’

Gases like Carbon Monoxide are invisible to all the human senses, yet are commonly found in industrial premises
worldwide. While low level carbon monoxide exposure may not be immediately fatal to employee’s, ongoing contact
with the gas at low levels has a cumulative effect, causing serious illness and health concerns for employee’s long
term. With symptoms often confused with the flu, headaches or tiredness, it's a serious problem which is often too
easily ignored.

APPLICATIONS: Spray painting, blasting and confined space application, chemical handling and many more!

FEATURES:

e Illuminated information display for viewing real time data.

e 103 decibel alarm. This can also be used in conjunction with auxiliary warning devices such as strobe lights.
e Monitor up to four gases simultaneously.

e Strong purpose built case, made from from reinforced polypropylene it is designed for the harshest of conditions.
e Cartridges can be easily replaced.

e Sturdy mounting bracket for attaching the GX4 to walls or HAF Helmet Air Filter.

e Universal power options for running the GX4 or charging it's internal battery.

e If you are working remotely to the GX4 Gas Monitor you can connect a strobe light or strobe light and alarm.
e Complete quick and easy calibration checks with no set points required.

e A range of pre-calibrated gas sensors are available including CO, 02 and CO2 and all have a 2 year shelf life.
e Connect from your laptop, tablet, phone or a network to view real time data, download logs and much more.
e Optional robust carry case.

Personal Protection Equipment



Part no.

Description

4420000

GX4 Gas Detection Monitor with mounting brackets including:

- 1 x Carbon Monoxide Sensor Cartridge
- 1 x EU Power Cord
- 1 x Air hose to connect the unit to the filter

4421000

GX4 Gas Detection Monitor with mounting brackets including:

- 1 x Carbon Monoxide Sensor Cartridge
- 1 x UK Power Cord (for use in the Middle East)
- 1 x Air hose to connect the unit to the filter

4422000

GX4 Gas Detection Monitor with mounting brackets including:

- 1 x Carbon Monoxide Sensor Cartridge
- 1 x USA Power Cord
- 1 x Air hose to connect the unit to the filter

4423000

GX4 Gas Detection Monitor with mounting brackets including:

- 1 x Carbon Monoxide Sensor Cartridge
- 1 x AU/NZ Power Cord
- 1 x Air hose to connect the unit to the filter

Item Part no. Description

01 4420010 GX4 Gas Detection Monitor

02 | 4420011 Mounting brackets (pair)

03 | 4420012 Wall mounting bracket

04 4420013 Carbon monoxide sensor 10ppm

4420014 Carbon monoxide sensor 5ppm

05 | 4420015 Blank cartridge

06 4420016 Air supply hose & one touch connector

07 4420017 M5 Inlet filter, sintered brass

08 | 4420018 AC Adaptor and power cord - EU

4420019 AC Adaptor and power cord - UK

4420020 | AC Adaptor and power cord - USA

4420021 | AC Adaptor and power cord - AU/NZ

09 4420022 Power cord - EU

4420023 Power cord - UK

4420024 Power cord - USA

4420025 Power cord - AU/NZ

10 4420026 | Battery clips with 1.8 mtr cable

11 4420027 | AUX Cable, bare with 15 mtr cable

12 | 4420028 | AUX Strobe light with 15 mtr cable

4420029 AUX Strobe light w/alarm,15 mtr cable

4420030 AUKX Field install jack

4420031 Power field install jack

13 4420032 Heavy duty field case

14 4420033 | Calibration adaptor

15 4420034 Calibration regulator kit 1.5 slpm,
incl. item 14

16 4420035 | 34L Zero air and 20ppm CO cylinders

4420036 Grade D calibration kit (CO2,C0O,02,N2)

17 4420037 Manifold tube
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